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Additional information : 

 
 For model GW7K-HPA: 

Input: 230V a.c.,1P+N+PE,50/60Hz,32 A a.c. 
Output: 230V a.c.,1P+N+PE,50/60Hz,32 A a.c.,7kW 
Operating temperature: -30ºC to 50ºC 
Protection level: IP66 
 
For model GW11K-HPA: 
Input: 400V a.c.,3P+N+PE,50/60Hz,16 A a.c. 
Output: 400V a.c.,3P+N+PE,50/60Hz,16 A a.c.,11kW 
Operating temperature: -30ºC to 50ºC 
Protection level: IP66 
 

For model GW22K-HPA： 
Input: 400V a.c.,3P+N+PE,50/60Hz,32 A a.c. 
Output: 400V a.c.,3P+N+PE,50/60Hz,32 A a.c.,22kW 
Operating temperature: -30ºC to 50ºC 
Protection level: IP66 
 
For model GW7K-HCA: 
Input: 230V a.c.,1P+N+PE,50/60Hz,32 A a.c. 
Output: 230V a.c.,1P+N+PE,50/60Hz,32 A a.c.,7kW 
Operating temperature: -30ºC to 50ºC 
Protection level: IP66 
 
For model GW11K-HCA: 
Input: 400V a.c.,3P+N+PE,50/60Hz,16 A a.c. 
Output: 400V a.c.,3P+N+PE,50/60Hz,16 A a.c.,11kW 
Operating temperature: -30ºC to 50ºC 
Protection level: IP66 
 

For model GW22K-HCA： 
Input: 400V a.c.,3P+N+PE,50/60Hz,32 A a.c. 
Output: 400V a.c.,3P+N+PE,50/60Hz,32 A a.c.,22kW 
Operating temperature: -30ºC to 50ºC 
Protection level: IP66 
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